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EHLERS Motor Specifications

RS
Motor Model

X2MG290A-N4LA

JERCYR AN 2R IRV (rms)
Typical Drive Voltages

380

BEUBHRAE V (de)
Basic DC Bus Voltage

540

HUEE kW
Rated Output Power

2.9

BUERE rom
Rated Speed

1500

Fe e rpm
Max. Speed

3000

BUEFSE Nn
Rated Torque

18.6

HEFEREE N

Continuous Stall Torque

18.6

% N Ve FEL FHAE N

Peak Torque

BE R A (rms)
Rated Current

BRI A (rms)

Continuous Stall Current

BRI IR A (rms)

Peak Current

33.5

BB FEHY (rms) / K rpm

Voltage Constant

121.6

RSN / A (rms)
Torque Constant

2.01

A Q @20° C

Winding Resistance (Line-Line)

0.71

e i Bl (typ. )

Winding Inductance (Line-Line)

13.9

e tittkg mo2

Inertia

47.2X10-4

PR (8] 3 Kims

Electrical Time Constant

19.5

R H

Rotor Poles

5

EIEE

Encoder

17T4L Hax i

il e 3 N
Shaft Load - Axial

490

TR N
Shaft Load - Radial (End of
Shaft)

1470

B4 35 4%

Protection Class

1p65

AR EG

Insulation Class

Hif kg
Weight

@200

/A

B 413} A sgMotor Power Connection

s TiggE X
PIN No. Function
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Je %3 Encoder Connection

s Drhe e X
PIN No. Function

VCC

GND

BATT

+00

=00

BAT-

= o |oo|—i|o [or | e [po | —

I, GB/T 1096 4£B10x8x60 MM —REE, ER%E,
GB/T 1096 Key BI0x8x60 is shipped with motor but not installed.
2. PR RPOS(R T HER R HA PR EHEZ B RN,

P65 (except Shaft without seal and non—sealed connectors)
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